### Bill of Material (CS Body/416SS Trim)

<table>
<thead>
<tr>
<th>No.</th>
<th>Name of Part</th>
<th>Qty.</th>
<th>Material</th>
<th>Part No.</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Body, Valve</td>
<td>1</td>
<td>CS</td>
<td>416SS</td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>Seat</td>
<td>1</td>
<td>316SS</td>
<td>416SS</td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>Stem</td>
<td>1</td>
<td>416SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>4</td>
<td>Tangent, Taper Conn.</td>
<td>1</td>
<td>Low Temp SS</td>
<td>316SS</td>
<td>Per Order</td>
</tr>
<tr>
<td>5</td>
<td>Nut, Tailpiece</td>
<td>1</td>
<td>Low Temp SS</td>
<td>316SS</td>
<td>Per Order</td>
</tr>
<tr>
<td>6</td>
<td>Sleeve</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>7</td>
<td>Nut, Sleeve</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>8</td>
<td>Packing Ring</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>9</td>
<td>Packing</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>10</td>
<td>Gland</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>11</td>
<td>Nut, Gland</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>12</td>
<td>Ball Check</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>13</td>
<td>Stop, Ball Check</td>
<td>1</td>
<td>316SS</td>
<td>V1313.7</td>
<td></td>
</tr>
<tr>
<td>14</td>
<td>Handwheel</td>
<td>2</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>15</td>
<td>Nut, Stem</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>16</td>
<td>Tangent, Gage Conn.</td>
<td>1</td>
<td>Low Temp SS</td>
<td>316SS</td>
<td>Per Order</td>
</tr>
<tr>
<td>17</td>
<td>Nut, Tailpiece</td>
<td>1</td>
<td>Low Temp SS</td>
<td>316SS</td>
<td>Per Order</td>
</tr>
<tr>
<td>18</td>
<td>Rating Tag</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
</tbody>
</table>

### Bill of Material (316SS Body/316SS Trim)

<table>
<thead>
<tr>
<th>No.</th>
<th>Name of Part</th>
<th>Qty.</th>
<th>Material</th>
<th>Part No.</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Body, Valve</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>Seat</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>Stem</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>4</td>
<td>Tangent, Taper Conn.</td>
<td>1</td>
<td>Low Temp SS</td>
<td>316SS</td>
<td>Per Order</td>
</tr>
<tr>
<td>5</td>
<td>Nut, Tailpiece</td>
<td>1</td>
<td>Low Temp SS</td>
<td>316SS</td>
<td>Per Order</td>
</tr>
<tr>
<td>6</td>
<td>Sleeve</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>7</td>
<td>Nut, Sleeve</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>8</td>
<td>Packing Ring</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>9</td>
<td>Packing</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>10</td>
<td>Gland</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>11</td>
<td>Nut, Gland</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>12</td>
<td>Ball Check</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>13</td>
<td>Stop, Ball Check</td>
<td>1</td>
<td>316SS</td>
<td>V1313.7</td>
<td></td>
</tr>
<tr>
<td>14</td>
<td>Handwheel</td>
<td>2</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>15</td>
<td>Nut, Stem</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>16</td>
<td>Tangent, Gage Conn.</td>
<td>1</td>
<td>Low Temp SS</td>
<td>316SS</td>
<td>Per Order</td>
</tr>
<tr>
<td>17</td>
<td>Nut, Tailpiece</td>
<td>1</td>
<td>Low Temp SS</td>
<td>316SS</td>
<td>Per Order</td>
</tr>
<tr>
<td>18</td>
<td>Rating Tag</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
</tbody>
</table>

### Bill of Material (All 316SS)

<table>
<thead>
<tr>
<th>No.</th>
<th>Name of Part</th>
<th>Qty.</th>
<th>Material</th>
<th>Part No.</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Body, Valve</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>Seat</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>Stem</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>4</td>
<td>Tangent, Taper Conn.</td>
<td>1</td>
<td>Low Temp SS</td>
<td>316SS</td>
<td>Per Order</td>
</tr>
<tr>
<td>5</td>
<td>Nut, Tailpiece</td>
<td>1</td>
<td>Low Temp SS</td>
<td>316SS</td>
<td>Per Order</td>
</tr>
<tr>
<td>6</td>
<td>Sleeve</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>7</td>
<td>Nut, Sleeve</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>8</td>
<td>Packing Ring</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>9</td>
<td>Packing</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>10</td>
<td>Gland</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>11</td>
<td>Nut, Gland</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>12</td>
<td>Ball Check</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>13</td>
<td>Stop, Ball Check</td>
<td>1</td>
<td>316SS</td>
<td>V1313.7</td>
<td></td>
</tr>
<tr>
<td>14</td>
<td>Handwheel</td>
<td>2</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>15</td>
<td>Nut, Stem</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
<tr>
<td>16</td>
<td>Tangent, Gage Conn.</td>
<td>1</td>
<td>Low Temp SS</td>
<td>316SS</td>
<td>Per Order</td>
</tr>
<tr>
<td>17</td>
<td>Nut, Tailpiece</td>
<td>1</td>
<td>Low Temp SS</td>
<td>316SS</td>
<td>Per Order</td>
</tr>
<tr>
<td>18</td>
<td>Rating Tag</td>
<td>1</td>
<td>316SS</td>
<td>316SS</td>
<td></td>
</tr>
</tbody>
</table>

**Notes:**
- Dimensions in inches. WW mm equivalents in brackets.
- TOP and BOTTOM Valves interchangeable.
- VALVE RATING - Carbon Steel & 316SS: 4000 psi @ 150°F, 316SS @ 400°F.
- SEE 416SS @ 72°F, 316SS @ 200°F.
- SEE INTERCHANGEABILITY TABLE.
- SEE TABLES FOR AVAILABLE STANDARD CONNECTIONS.
- REFER TO FOLLOWING EXHIBITS.
- CATALOG BULLETIN 305 (ADDITIONAL INFORMATION).
- 404B BULLETIN 305A (INSTRUCTIONS).
- VALVE "TEXE" = NUT, STEM & BALL CHECK.
- CONSULT FACTORY FOR ALTERNATE MATERIAL OPTIONS.